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    RoHS
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 Compliant

Steckbolzen mit Axialsicherung (Sperrklinke)
Pin with axial lock (pawl)

d1
 a b d2 d3 d4 d5 l2 l3 Z*

∅ ∅ ∅ ∅ ∅ min. 
[kN]

-0,1 ST NI
06 2,3 0,5 7,5 +0,5 5,9 15 30 7,0 21 14 17
08 2,8 0,6 10 +0,5 7,9 15 30 8,4 21 28 35
10 3,3 1,0 12 +1 9,9 18 34 9,8 26 38 47
12 3,8 1,0 14 +1 11,9 18 34 11,3 26 61 75
16 4,8 1,2 19 +1 15,9 22 40 14,2 32 113 138
20 4,8 1,2 23 +1 19,8 25 40 14,8 33 187 228
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  SM 1273-78      12 X  50       ST
Catalog No.      d1  X    l1	 Material

mm

Bolzen:
ST: Stahl verzinkt, blau passiviert
NI: Edelstahl rostfrei 1.4305 
Sperrklinke: 	 	Edelstahl-Blech 1.4301
Druckknopf: Kunststoff Thermoplast rot
Griffknopf:    Kunststoff Thermoplast (PA) 	
   	     schwarzgrau
                    temperaturbeständig bis 80 °C 
Druckfeder:  Edelstahl rostfrei 1.4310
plunger:
ST: steel, zinc plated, blue passivated
NI: stainless steel 1.4305
pawl:	 stainless steel 1.4301
knob:	 plastic (Polyamid PA) black-grey
	 temperaturresistent up to 80 °C
push button:	plastic (Polyamid PA) red
spring:	 stainless steel 1.4310

Bohrung für Schlüsselring (Kugelkette SM1273-87)
bore for key ring (ball chain SM1273-87)

  * Belastbarkeit (zweischnittig 
    Scherbeanspruchung)   
    Hinweis beachten /  
    Load (Double sided shear force) see hint
** Kleinstmaß / Minimum size

d1
  ** l1 kg

∅

-0,1  +0,4
06 10 0,011

12 0,012
16 0,012
20 0,013
25 0,014
30 0,015
35 0,016
40 0,016
45 0,017
50 0,018
60 0,021
70 0,025
80 0,027

08 10 0,013
16 0,015
20 0,018
25 0,019
30 0,021
35 0,023
40 0,026
45 0,029
50 0,031
60 0,040
70 0,044
80 0,048
90 0,051
100 0,053

d1
  ** l1 kg

∅

-0,1  +0,4
16 30 0,082

35 0,089
40 0,095
45 0,102
50 0,108
60 0,120
70 0,133
80 0,146
90 0,159
100 0,172
110 0,186
120 0,198
130 0,211
140 0,225
150 0,239

20 30 0,118
35 0,129
40 0,139
45 0,151
50 0,162
60 0,184
70 0,207
80 0,229
90 0,247
100 0,267
110 0,287
120 0,307
130 0,327
140 0,347
150 0,368

d1
  ** l1 kg

∅

-0,1  +0,4
10 15 0,026

20 0,027
25 0,030
30 0,031
35 0,035
40 0,037
45 0,039
50 0,042
60 0,046
70 0,048
80 0,052
90 0,058
100 0,062
110 0,066
120 0,072

12 20 0,033
25 0,039
30 0,043
35 0,045
40 0,050
45 0,053
50 0,056
60 0,062
70 0,072
80 0,079
90 0,086
100 0,093
110 0,100
120 0,108

Kugelkette / ball chain
SM 1273-87

Drücken = Entriegeln
Aufnahme hoher axialer Kräfte durch rechteckige 
Form der Sperrklinken aus Edelstahl-Blech. Die 
in der Tabelle angegebenen Werte für Belast-
barkeiten für die zweischnittige Scherfestigkeit 
(Bruchkraft) sind in Anlehnung an die DIN 50141 
rechnerisch bzw. theoretisch ohne Berücksichti-
gung eines Sicherheitsfaktors ermittelt worden. 
Sie sind unverbindlich und unter Ausschluss jeg-
licher Haftung. Ob ein Produkt für den jeweiligen 
Einsatzfall geeignet ist, muss in jedem Einzelfall 
vom Anwender ermittelt werden. Umgebungsein-
flüsse können die angegebenen Werte beein-
flussen.  
Befestigungsmöglichkeit für  
Haltekette SM 1273-87.

Pressing = unlocking 
The rectangular shape of the locking pawls 
creates a linear contact area which gives an 
increased axial shear strength.The values given 
in the table for load capacities for the double-cut 
shear strength (breaking force) have been deter-
mined mathematically or theoretically following 
DIN 50141 without taking a safety factor into 
account. They are non-binding and under exclu-
sion of any liability. Whether a product is suitable 
for the respective application must be determined 
by the user in each individual case. Environmen-
tal influences can affect the values given.
It can easily be fitted with the ball chains 
SM1273-87.


