SM 1262 Randelhohlmutter Kunststoff

Knurled nut, plastic
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/ |Catalog No. | d, | Material | -—d; —
SM 1262 M08 NI
Kunststoff Thermoplast (Polyamid PA),
schwarz glanzend
Buchse: ST: Stahl, verzinkt, blau passiviert
NI: Edelstahl rostfrei 1.4305 @ @
plastic Technopolymer (PA), black shining
insert: ~ ST: steel, zinc plated, blue passivated
NI: stainless steel 1.4305 @
’ A mm
v'RoHs @ ko)
Konform
Compliant
- 4,2 d, | d | 4, | n k t | kg
Reinigen mit ST NI Z Z 2
N| sM 1306 M04 | MO04 9 12 19 14,0 | 8,0 9,0 | 0,004
Clean with M05 | MO5 9 12 19 14,0 | 8,0 9,0 | 0,005
Kleben mit M06 | MO06 12 14 24 16,5 | 9,5 10,5 | 0,007
‘G SM 1301 M08 | MO8 14 16 30 19,5 | 11,0 | 11,5 | 0,010
L Lock with M10 | M10 | 16 | 18 | 36 | 225 | 125 | 140 0,015
SM 1262-1 Randelschraube

Knurled screw
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Griff: Kunststoff Duroplast (PF 31), ! ! ! ! 9
ﬂ schwarz glanzend %) %) max. %)
———  Gewindestift: Stahl, verzinkt 18 Mo04 10 45 10 12 5,5 | 0,004
handle:  plastic Duroplast (PF 31), M04 12 0,004
b/acif shiny / Mo5 | 10 | 70 0,005
screw: steel, zinc plated MO5 15 0,006
AR mm M05 | 20 0,006
22 MO05 10 12 13 6,0 | 0,006
)
P Y andere Abmessungen MO5 15 0,007
&' | other dimensions MO05 | 20 0,007
—_ MO06 15 0,008
v/RoHS M06 | 20 0,009
Compliant MO06 30 0,011
Reinigen mit 26 | MO6 | 15 15 0,010
N| SM 1306 M06 | 20 0,012
Clean with MO06 30 0,013
M08 15 0,015
Kleben mit :
& s 1301 M08 | 20 0,016
I Lock with M08 | 30 0,019
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