SM 1134 Mutter fiir T-Nuten, lang

Nut for T-slots, long

N
/ |Cata|og No.| d |X| Size |
SM 1134 M10 X 12 |
ﬂ Vergutungsstahl, vergutet, Gite 10, briniert
heat-treated steel, tempered, grade 10, blackened g
AR 5
Diese lange Form eignet sich beson- d x GroRe| a e h k kg
@ ders zum Schonen der Tischnuten. o size ik
This extendeq 'form safegards the MO5 X 06 5,6 10 8 4 20 0,008
T-slots of precision machine tables. MO6  x 08 76 13 10 6 26 | 0,020
() M06  x 14 13,6 22 16 8 44 10,091
ﬁ andere Abmessungen / other dimensions MO8  x 10 9,6 15 12 6 30 0,030
M10  x 12 11,6 18 14 7 36 | 0,050
/RoHS M12  x 14 13,6 22 16 8 44 10,082
Lorierm M14  x 16 15,6 25 18 9 50 [0,120
M16  x 18 17,6 28 20 10 56 |0,170
M18 x 20 19,6 32 24 12 64 | 0,260
M20  x 22 21,6 35 28 14 70 ]0,360
M24  x 28 27,6 44 36 18 88 [0,742
M30 x 36 35,5 54 44 22 108 | 1,395
SM 1135 Mutter fiir T-Nuten
DIN 508 / ISO 299 Nut for T-slots
® &
d x GroRke a e h k kg
@ size | 2%
M04 x 05 4,6 9 6,5 3,0 | 0,002
M05  x 06 5,6 10 8,0 4,0 | 0,004
M06 x 08 7,6 13 10,0 6,0 | 0,008
* M06 X 10 9,6 15 12,0 6,0 |0,014
M08  x 10 0,013
|Catalo No | d |X| Size| Material | © MO8 x 12 11.6 18 140 1 7.0 10,023
g No. M10 x 12 0,022
SM1135  M20 X 22 ST10 * MO8 x 14 | 136 | 22 | 16,0 | 80 |0,041
=) Vergiitungsstahl, vergiitet, Giite 10, HN © M10 x 14 0,037
ﬂ briniert o M12  x 14 0,034
— heat-treated steel, tempered, grade 10, \}/ CoAE Uz 15,6 25 18,0 9.0 10,054
blackened * M14  x 16 0,050
PR * M12 x 18 17,6 28 20,0 | 10,0 | 0,082
* Abmessungen sind nicht in der DIN d * M14 x 18 0,074
@ enthalten. M16_ x 18 0,070
* These dimensions are not part of the e * M12  x 20 19,6 32 24,0 | 12,0 | 0,130
german DIN. * M16 X 20 0,116
ﬁ Giite 8, blan'k, Ede!stahl rostfrei [zl " mg i ;g 216 | 35 | 280 | 14.0 8':;8
Grade 8, shiny, stainless steel < _ TMI8  x 22 0.163
o) M20  x 22 0,150
/\ mm _I * M20 x 24 23,6 40 32,0 | 16,0 | 0,238
* M22  x 24 0,222
oS a M24  x 28 27,6 44 36,0 | 18,0 | 0,330
fonterm, * M27  x 32 31,5 50 40,0 | 20,0 | 0,460
M30 x 36 35,5 54 440 | 22,0 | 0,590
M36  x 42 41,5 65 52,0 | 26,0 | 1,003
M42  x 48 47,5 75 60,0 | 30,0 | 1,499
M48  x 54 53,4 85 70,0 | 34,0 | 2,102
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