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Flachkopfschraube mit Ansatz
Flat head fixing screw
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|Catalog No.| d, | X | I, | Material d
SM10025 MO05 X 03.00 U -8
ST: Stahl, verzinkt 3 Reinigen mit
U: Stahl, Giite 10.9, blank // SM 1306
ST: steel, zinc plated Clean with
U: steel, grade 10.9, not plated 0 Kleben mit
Einsatz fiir Steckbohrbuchsen SM 1002-4 A SM 1300
for renewable drill bushings SM 1002-4 ¢ Lock with
mm & T W &
fir . ki
CAD-Daten d | Bohrbuchsen +0,3 1 d dy ' : s 9
verfligbar 1%} for bushings +0,1 %)
CAD-files tber  bis kurz | lang | kyrz | lang kurz | lang
available over to short | long | short | long short | long
MO05 - 06 03,00 | 06,00 15 18 7,5 13 9,0 1,6 2,0 0,005 | 0,005
MO06 6,1 12 04,00 | 08,00 18 22 9,5 16 10,0 2,0 2,5 0,010 | 0,012
M08 12,1 30 05,50 | 10,50 22 27 12,0 20 11,5 2,5 3,0 0,020 | 0,024
M10 30,1 85 07,00 | 13,00 32 38 15,0 24 18,5 2,5 3,0 0,042 | 0,050
SM 1003-1 Bundschraube
DIN 173 Blatt 1 Collar screw
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| Catalog No.| dg | I—@—I
SM 1003-1 MO5 SM 1002-1
SM 1003-1
Stahl, verzinkt
steel, zinc plated
Einsatz fir Steckbohrbuchsen SM 1002-1
for renewable drill bushings SM 1002-1
mm SM 1003-3
i SM 1000
CAD-Daten verfligbar @& I=N
CAD-files available \e’ ko)
fur
d | & | d | h l l '7 n t "> | Steckbohrbuchsen| X9
a a a for ren. bushes
o . 69 SM 1002-1
Reinigen mit /from|  bis/to
SM 1306 von
Clean with MO5 | 10 | 05 | 20 | 60 | 06 | 15 | 16 | 20 | 10 - 12,0 | 0,004
Kleb it MO06 13 06 2,0 8,0 08 20 2,0 2,5 1,6 12,1 22,0 0,009
S 1300 MO8 | 16 | 08 | 25 | 100 | 10 | 25 | 25 | 30 | 20 | 221 | 550 |0,017
Lock with M10 20 10 3,0 12,5 12 30 2,5 3,0 3,0 55,1 105,0 | 0,031
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